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L/min [cfm] * L/min [cfm] * kPa [psi] Model [rpm] kW [hp] Amps Litres BSP dB(A) ^ L W H kg

Z25 650 [23.0] 420 [14.9] 860 [125]   EV5508 [1,080] 4 [5.5] 8.6 120 1/2” 79 133 47 95 165

Z35 995 [35.2] 660 [23.3] 860 [125] EW7508 [1,100] 5.5 [7.5] 12.4 170 3/4” 81 143 51 108 214

Z50 1,390 [49.1] 1,030 [36.4] 860 [125] EW10008  [970] 7.5 [10] 16.4 250 3/4” 84 167 55 118 256

AUTHORIZED SENATOR DEALER:

Specifications are subject to change without notice. 2014-09

Senator 415 Volt air compressors offer an excellent value choice for small to medium industrial applications. 
The range includes the most popular 4 to 7.5 kW (5.5 to 10 hp) sizes. Designed and built for Australian 
conditions, Senator compressors have a proven reputation for affordable performance, quality and reliability.

	 	 Features
• Twin or triple cylinder, slow running compressor
 pump with durable cast iron crankcase and cylinders.

• Alloy cylinder heads offer improved cooling and high
 flow performance.

• High efficiency MEPS-compliant, alloy frame motor
 uses less electricity.
 
• Fully automatic on-off motor control with built-in
 overload protection.

• Oversized air tank provides ample storage and steady
 output pressure.

• Pallet foot mounts enable safe forklift handling and
 secure installation.

• Sturdy all-metal, fully enclosed V-belt drive guard keeps
 operators safe.

• User-friendly design with easy maintenance access to
 all components.

• One-year parts and labour warranty with genuine spare
 parts available.

* Measured per AS 4637-2006.    ^ Measured @ 1 m per AS 2221.1-1979.    
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