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MASTER LINKS AND SETS FOR G100 ASSEMBLY SYSTEMS 

Beaver – AW Master Link – Grade 100  

Code Chain Size mm W.L.L
(kg)

S 
mm

R 
mm

F
mm

T
mm

Approx 
Weight 
(kg)

UOM Pack 
Qty

1 Leg 2 Leg

AW16 8 7 3500 16 110 60 14 0.53 Each 1

AW18 10 8 5000 19 135 75 14 0.92 Each 1

AW22 13 10 7600 23 160 90 17 1.6 Each 1

AW26 16 13 10000 27 180 100 20 2.46 Each 1

AW32 19 16 14000 33 200 110 26 4.14 Each 1

AW36 22 19 25100 36 260 140 - 6.22 Each 1

AW45 26 22 30800 45 340 180 - 12.82 Each 1

AW50 32 26 40000 50 350 190 - 16.55 Each 1

AW56 - 32 64000 60 400 200 - 27.01 Each 1

AW72 - - 85000 70 460 250 - 45 Each 1

Designed for Single & 2 Leg Applications

Beaver – Large Master Link – Grade 100 
for use with large Ram horn hooks. c/w Intermediate Rings for chain slings. Grade 100

Code Chain 
Size 
mm

W.L.L
@60
(kg)

S 
mm

E 
mm

R
mm

F
mm

T
mm

s
mm

r
mm

f
mm

t
mm

Approx 
Weight 
(kg)

UOM Pack 
Qty

VLW2-8 8 5600 27 410 340 180 20 13 54 25 10 5.1 Each 1

VLW2-10 10 9500 33 425 340 180 27 17 70 34 14 8 Each 1

VLW2-13 13 14000 40 455 340 180 29 20 85 40 - 12.3 Each 1

VLW2-16 16 21200 40 480 340 180 29 23 115 50 17 13.8 Each 1

Designed for 2, 3 & 4 Leg Applications
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